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Compressor & Motor Division
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※ The numerical values shown in this material have been obtained based on current model.
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LG can accept no responsibility for possible errors in catalogues. LG reserves the right to alter its products without notice. This also applies to products 
already on order provided that such alterations can be made without sub sequential changes being necessary in specifications already agreed.6

Specifications LBP 60Hz

TS series & NS series
LGE Compressor

☞ Application
Small size refrigerator, freezer & water dispenser

kcal/h w Btu/h

NS24LBQG 2.42 43 50 171 70 2.44 RSIR P6R8MC 4TM232NFB 180 6.4

NS30LAQG 3.05 61 71 242 85 2.85 RSIR P6R8MC 4TM265RFB 180 6.4

NS36LAQG 3.58 77 90 306 100 3.05 RSIR P3R9MC 4TM314TFB 180 6.4

NSB30LAQG 3.05 76 88 302 97 3.00 RSIR P3R9MC 4TM314TFB 180 6.4

TS24LACG 2.44 48 56 191 78 2.44 RSIR P6R8MC 4TM265MFB 160 5.3

NS24LACG 2.42 45 52 179 77 2.32 RSIR P6R8MC 4TM265MFB 180 5.8

NS24LBCG 2.42 43 50 171 70 2.44 RSIR P6R8MC 4TM232NFB 180 6.4

NS24LBCM 2.42 43 50 171 67 2.55 RSCR P6R8MD 4TM232NFB 10/250 180 6.4

NS30LACG 3.05 64 74 254 89 2.85 RSIR P6R8MC 4TM265RFB 180 6.4

NS30LACM 3.05 64 74 254 85 2.99 RSCR P6R8MD 4TM265RFB 10/250 180 6.4

NS30LHCG 3.05 66 57 262 92 2.85 RSIR QP2-6R8MC 4TM265RFB 180 7.3 ◎

NS36LACG 3.58 79 92 314 102 3.07 RSIR P6R8MC 4TM276TFB 180 6.4

NSA24LACG 2.42 50 58 199 80 2.48 RSIR P6R8MC 4TM265MFB 180 5.8

NSA30LACG 3.05 70 81 278 92 3.02 RSIR P6R8MC 4TM265RFB 180 6.4

NSA30LACM 3.05 70 81 278 88 3.16 RSCR P6R8MD 4TM265RFB 10/250 180 6.4

NSA36LACG 3.58 83 97 330 104 3.17 RSIR P6R8MC 4TM276TFB 180 6.4

NSA43LACG 4.29 98 114 389 121 3.22 RSIR P6R8MC 4TM314TFB 180 6.9

NSB24LACG 2.42 51 59 202 68 3.00 RSIR P6R8MC 4TM265RFB 180 6.4

NSB30LACG 3.05 76 88 302 84 3.59 RSIR P6R8MC 4TM265RFB 180 6.4

NSB30LBCG 3.05 76 88 302 84 3.59 RSIR P6R8MC 4TM265RFB 180 6.4

NSB30LBCM 3.05 76 88 302 79 3.82 RSCR P6R8MD 4TM265RFB 10/250 180 6.4

NSB36LACG 3.58 90 105 357 102 3.50 RSIR P6R8MC 4TM265RFB 180 6.4

115-127/60 TS24LHUG 2.44 48 41 191 78 2.44 RSIR P3R9MC 4TM213NFB 160 6.1

TS24LAFG 2.44 48 56 191 80 2.38 RSIR P6R8MC 4TM232TFB 160 5.3

NS24LAFG 2.42 43 50 171 80 2.13 RSIR P6R8MC 4TM213SFB 180 5.8

NS24LAFM 2.42 43 50 171 79 2.16 RSCR P6R8MD 4TM213SFB 8/250 180 5.8

NS30LAFG 3.05 61 71 242 87 2.78 RSIR P6R8MC 4TM232VFB 180 6.4

NS30LAFM 3.05 61 71 242 84 2.88 RSCR P6R8MD 4TM232VFB 8/250 180 6.4

TS24LADG 2.44 46 53 183 73 2.50 RSIR P330MC 4TM104RFB 160 5.3

TS24LBDM 2.44 48 56 191 78 2.45 RSCR P220MD 4TM158RFB 3/400 160 5.3

TS24LHDG 2.44 50 58 197 74 2.65 RSIR P330MC 4TM149NFB
DRB16N61A1 160 6.1

TS24LJDG 2.44 50 58 197 78 2.53 RSIR P220MC 4TM134VFB 160 6.1 ◎

NS24LADG 2.42 43 50 171 76 2.25 RSIR P220MC 4TM104RFB 180 5.8

NS24LADM 2.42 44 51 175 74 2.40 RSCR P220MD 4TM232NFB 3/400 180 5.8

NS30LADG 3.05 64 74 254 90 2.82 RSIR P220MC 4TM158RFB 180 6.4

NS30LADM 3.05 61 71 242 84 2.88 RSCR P220MD 4TM174TFB 3/400 180 6.4

NS36LADM 3.58 79 92 314 95 3.30 RSCR P220MD 4TM174TFB 4/400 180 6.4

NSA30LADG 3.05 70 81 278 93 2.99 RSIR P220MC 4TM158RFB 180 6.4

NSB24LADG 2.42 55 64 218 72 3.03 RSIR P220MC 4TM104RFB 180 6.4

NSB30LADM 3.05 77 90 306 85 3.60 RSCR P330MD 4TM149NFB 3/400 180 6.4

NSB36LADG 3.58 91 106 361 104 3.60 RSIR P220MC 4TM174TFB 180 6.4

NSB36LADM 3.58 91 106 361 98 3.80 RSCR P220MD 4TM174TFB 4/400 180 6.4
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LG can accept no responsibility for possible errors in catalogues. LG reserves the right to alter its products without notice. This also applies to products 
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Specifications LBP 50-60Hz

TS series & NS series
LGE Compressor

☞ Application
Small size refrigerator, freezer & water dispenser

LBP 50Hz

kcal/h w Btu/h

TS24LHJG 2.44 38 44 151 76 1.99 RSIR QP2-22MC 4TM149NFB
DRB16N61A1 160 6.1

NS30LAJG 3.05 55 64 218 93 2.35 RSIR P330MC 4TM174TFB 180 6.4
NS36LAJG 3.58 63 73 250 95 2.63 RSIR P220MC 4TM174TFB 180 6.4

NSA43LAJG 4.29 85 99 337 109 3.10 RSIR P220MC 4TM205RFB 180 6.9

NS24LAEG 2.42 38 44 151 76 1.99 RSIR P220MC 4TM117SFB 180 5.8
NS24LBEG 2.42 36 42 143 64 2.23 RSIR P330MC 4TM117SFB 180 6.4

NS30LAEG 3.05 54 63 214 81 2.65 RSIR P330MC 4TM149NFB 180 6.4
NS30LAEM 3.05 53 62 210 79 2.70 RSCR P330MD 4TM149NFB 180 6.4

NS36LAEG 3.58 66 77 262 89 2.94 RSIR P220MC 4TM149NFB 180 6.4
NSA30LAEG 3.05 61 71 242 81 2.99 RSIR P330MC 4TM149NFB 180 6.4

NSA30LAEM 3.05 61 71 242 77 3.15 RSCR P330MD 4TM149NFB 180 6.4

NSA36LAEG 3.58 72 84 286 92 3.11 RSIR P330MC 4TM149NFB 180 6.4
NSA43LAEG 4.29 85 99 337 102 3.31 RSIR P220MC 4TM166RFB 180 6.9

NSA43LAEM 4.29 85 99 337 99 3.41 RSCR P220MD 4TM166RFB 180 6.9
NSB24LAEG 2.42 39 45 155 57 2.72 RSIR P330MC 4TM104RFB 180 5.8

NSB30LAEG 3.05 58 67 230 74 3.10 RSIR P330MC 4TM149NFB 180 6.4

NSB30LBEM 3.05 58 67 230 68 3.39 RSCR P330MD 4TM104KFB 180 6.4
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※ Dual Frequency Performance Criteria : 60Hz

kcal/h w Btu/h

110-115/60 NS36HAQG 3.58 319 371 1266 210 6.03 RSIR P6R8MC RA12057-9010 180 6.4
NS24HADG 2.42 230 267 913 140 6.50 RSIR P220MC 4TM166RFB 180 6.4

NS30HADG 3.05 290 337 1151 174 6.60 RSIR P220MC 4TM213SFB 180 6.4

NS24HAAG 2.42 190 221 754 145 5.20 RSIR P220MC 4TM706RFB 180 6.4
NS36HAAG 3.58 332 386 1318 211 6.25 RSIR P3R9MC 4TM758UFB 180 6.4

220/50-60 NS36HABG 3.58 320 372 1270 212 6.00 RSIR P220MC 4TM232VFB 180 6.4
NS24HAEG 2.42 190 221 754 145 5.20 RSIR P220MC 4TM706RFB 180 6.4

NS36HAEG 3.58 268 312 1064 178 5.98 RSIR P330MC 4TM205RFB 180 6.4

NS36HAEP 3.58 290 337 1151 185 6.22 CSIR MTRP0032-15 4TM205RFB 180 6.4
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kcal/h w Btu/h

TS24LAAG 2.44 48 56 191 73 2.61 RSIR P3R9MC 4TM265RFB 160 5.3

TS24LHAG 2.44 48 56 191 73 2.61 RSIR QP2-3R9MC 4TM232TFB
DRB26T61A1 160 6.1

NS24LBAG 2.42 43 50 171 68 2.51 RSIR P3R9MC 4TM265MFB 180 6.4

NS30LAAG 3.05 64 74 254 87 2.92 RSIR P3R9MC 4TM276TFB 180 6.4

NS36LAAM 3.58 78 91 310 91 3.40 RSCR P3R9MD 4TM265RFB 14/220 180 6.4
NS36LBAG 3.58 79 92 314 98 3.20 RSIR P6R8MC 4TM734UFB 180 6.4

NS36LBAM 3.58 79 92 314 93 3.37 RSCR P6R8MD 4TM734UFB 10/220 180 6.4
NSA30LAAG 3.05 70 81 278 88 3.16 RSIR P3R9MC 4TM276TFB 180 6.4

NSB36LAAM 3.58 90 105 357 94 3.80 RSCR P3R9MD 4TM265RFB 14/220 180 6.4
NS24LABG 2.42 43 50 171 72 2.37 RSIR P330MC 4TM149NFB 180 5.8

NS30LABG 3.05 61 71 242 88 2.75 RSIR P220MC 4TM158RFB 180 6.4

NS36LABG 3.58 79 92 314 98 3.20 RSIR P220MC 4TM174TFB 180 6.4
NS30LHBG 3.05 50 43 197 85 2.31 RSIR 220MC 4TM174TFB 180 7.3 ◎

TS24LATG 2.44 48 56 191 72 2.60 RSIR P330MC 4TM149NFB 160 5.3
NS24LATG 2.42 43 50 171 75 2.28 RSIR P330MC 4TM149NFB 180 5.8

ELECTRICAL PARTS

Starting
(MFD/VAC)

Running
(MFD/VAC)

Voltage/
Frequency Model

EER
(Btu/wh)

Disp.
(cc/rev)

Motor
Type

Oil
Charge

(cc)

Net
Weight

(kg)

D
ev

el
op

m
en

t

Ashrae
Starting
Device

Motor
Protector

Capacitor

Capacity (-23.3℃) Consumption
Power (w)

220/50-60

220-240/50-60

100/50-60



LG can accept no responsibility for possible errors in catalogues. LG reserves the right to alter its products without notice. This also applies to products 
already on order provided that such alterations can be made without sub sequential changes being necessary in specifications already agreed.6

(Unit : mm)

TS series & NS series
LGE Compressor

☞ Application
Small size refrigerator, freezer & water dispenser

Compressor Dimension

TS series

NS series

Mountings

I.D T I.D T I.D T
TS24 136.5

TS24LH 150.8
6.54 0.7 5.0 0.85

Series H

6.54 0.7

A B C
Suction Process Discharge

I.D T I.D T I.D T
NS(A)24
NS(A)30

NS(A)36/43 157
5.0 0.85

147 6.54
6.14

0.7
0.9

6.54
6.14

0.7
0.9

C
Suction Process DischargeSeries H

A B
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RSIR RSCR

CSIR CSR

CSIR (Relay) RSCR (Terminal Board)

LGE Compressor

Wiring Diagram
LGE Hermetic Compressor for Refrigeration
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CompCompCompCompComp

Comp Comp Comp Comp

Acc’y

CompComp

Carton dimension & Packing method 20ft Container

Q'ty Array Q'ty CNTR Q'ty CNTR

(EA) (W×D×H) W D H (EA) Weight(kg) (EA) Weight(kg)

TS24 150 (5X5X6) 1,100 800 1,046 2,700    15,540        3,000    17,200        

TS24 (35mm) 125 (5X5X5) 1,100 800 1,046 2,375    15,088        2,750    17,375        
NS24,NSA24,NSB24
NS30LAEG 125 (5X5X5) 1,100 800 950 2,375    15,325        2,750    17,650        
NS30/36,NSA30/36
NSB30/36,NS24LB 125 (5X5X5) 1,100 800 1,000 2,125    15,050        2,500    17,600        

NSA43,NSB43 125 (5X5X5) 1,100 800 1,015 2,000    15,200        2,250    17,025        

SQ 125 (5X5X5) 1,100 800 1,060 2,000    15,400        2,250    17,250        

MA53LADG 72 (3X6X4) 1,100 800 876 1,584    15,164        1,800    17,150        
MA53LABM,LADM,LAUG,LCDG,
MA57LAFM 72 (3X6X4) 1,100 800 876 1,512    15,258        1,728    17,352        
MA53LACM,LCCM,LAAM
MA57LABM,LACM,LADG,LAEG,LAQF 72 (3X6X4) 1,100 800 916 1,440    15,136        1,656    17,316        
MB82NAEM,98NAAH,EM
MA62LACH,CG,72PDP 72 (3X6X4) 1,100 800 916 1,440    15,424        1,656    17,648        

MB53LADM,MB57LADM 72 (3X6X4) 1,100 800 916 1,368    15,093        1,584    17,382        

MQ,MF, MQV 72 (3X6X4) 1,100 800 916 1,368    15,504        1,584    17,857        

LX67/72, LX67/72 64 (4X4X4) 1,100 800 997 1,280    15,552        1,408    17,047        

LX86/95/110/125 64 (4X4X4) 1,100 800 1,012 1,216    15,169        1,408    17,470        

LA62/72/80/95 64 (4X4X4) 1,100 800 1,012 1,216    14,926        1,408    17,188        

LQ,LF 64 (4X4X4) 1,100 800 1,024 1,216    15,412        1,408    17,751        

FC 60 (3X5X4) 1,100 800 1,030 1,200    13,380        1,200    13,380        

FM 64 (4X4X4) 1,100 800 1,030 1,280    11,460        1,280    11,460        

Container
(Below 15.3Ton)

Container
(Below 17.5Ton)

Model

Carton

Dimension

LGE Compressor

Packing Information
LGE Hermetic Compressor for Refrigeration
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LGE Compressor

Application
LGE Hermetic Compressor for Refrigeration

Safety

R134a R600a

℃ ℃ ℃ ℃ ℃ kg/cm2(g) Psi(g) kg/cm2(g) Psi(g) kg/cm2(g) Psi(g) kg/cm2(g) Psi(g)

LBP 32 -23.3 54.4 32 32 0.14 1.99 -0.389 -5.53 13.96 198.55 6.726 95.66

HBP 35 7.2 54.4 32 35 2.82 40.1 - - 13.96 198.55 - -

   ※ Envelope is only for LBP application.

LBP

HBP

 -30 to -5℃

 -5 to +15℃

Suction Gas
Temperature R134a R600a

Evaporating Temperature Range

R134a R600aAppli.

Suction Pressure Discharge PressureAmbient
Temperature

Evaporating
Temperature

Condensing
Temperature

Sub cooled
Liquid Temp
Expansion

Device

A : Stabilized Condition
B : Transition Running
C : Peak Condition
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Buyer Code

Model Code

Line Number

Serial Number
Day

Ex)  1 : January             2 : February
3 : March                4 : April
5 : May                   6 : June
7 : July                    8 : August
9 : September        O : October 
N : November         D : December     

Year

Compressor name code

VDE approved model UL approved model CSA approved model CCC approved model

LGE Compressor

Compressor Designation
LGE Hermetic Compressor for Refrigeration

G : RSIR, PTC      F : CSIR, PTC
M : RSCR, PTC      H : CSR, PTC
P : CSIR, RELAY

Motor type

A : 110V,50/60Hz   B : 220V,50/60Hz
C : 115V,60Hz      D : 220V,60Hz
E : 220-240V,50Hz  F : 127V,60Hz
J : 220V,50Hz      Q : 110-115V,60Hz
T : 220-240V,50Hz  U : 115-127V,60Hz

220V,60Hz

Rated voltage
& Frequency

Improvement Order
A :1st B :2nd

C :3rd D :4th

H : AL-wire 

Application category
L : R134a, LBP     H : R134a, HBP
N : R600a, LBP  

ex) 24 = 2.4cc/revDisplacement

Small Frame  : TS  NS  NSA  NSB  SQ
Middle Frame : MA  MB  MC   MQ   MF
Large  Frame : LX  LA  LQ   LF

Series name
(Frame size)

Serial number

Safety approval

00 00 9 2002 7 27 0002

Month



LG Refrigeration CompressorLG Refrigeration Compressor

Compressor & Motor Division

LG Electronics / Home Appliance Company

※ The numerical values shown in this material have been obtained based on current model.
They might be changed or modified by mutual agreement with customer in the future

MQ/MF , LQ/LF
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Specifications

LGE Compressor

☞ Application
Middle & Large size refrigerator, freezer & Showcase

※ Dual Frequency Performance Criteria : 60Hz

LBP 50HzR134a

LBP 50-60HzR134a

MQ,MF,LQ,LF

LBP 60HzR134a

kcal/h w Btu/h kcal/h w Btu/h
MQ53LAEM 5.3 173 201 687 116 1.73 RSCR P330MD 4TM174TFB 5/400 220 10
MQ57LAEM 5.7 190 221 754 128 1.7 RSCR P330MD 4TM174TFB 5/400 220 10
LQ62LAEM 6.2 159 185 631 109 1.70 RSCR 330MD2 4TM166RFB 5/400 310 12
LQ86LAEM 8.6 240 279 953 161 1.7 RSCR P470MD 4TM265RFB 5/400 310 12
LQ86LDEM* 8.6 240 279 953 169 1.65 RSCR 310 12

220/50 LQ100LAJH* 10.0 278 323 1104 201 1.6 CSR P470MB 4TM276TFB 30/300 5/400 310 12
MQ98NAEMe 9.8 117 136 538 92 1.47 155 180 615 96 1.87 RSCR PTHTM330MD4TM174TFB 4/400 220 10 standard ptc/ e-ptc

LQ119NAEMe 11.9 148 172 683 117 1.5 197 229 781 122 1.87 RSCR PTHTM330MD4TM166RFB 5/400 310 12 standard ptc/ e-ptc
LQ140NAEMe 14.0 171 198 788 135 1.47 227 264 901 141 1.87 RSCR PTHTM330MD4TM205RFB 5/400 310 12 standard ptc/ e-ptc

220-240/50

220-240/50
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(kg)Starting

(MFD/VAC)
Running

(MFD/VAC)

Voltage/
Frequency

Model Disp.
(cc/rev)

PERFORMANCE

Consumption
Power (w)

COP
(w/w)

kcal/h w Btu/h kcal/h w Btu/h
100 / 50/60 MQ57LAAM 5.7 190 221 754 140 1.6 190 221 754 128 1.73 RSCR P6R8MD 4TM412TFB 14/220 220 10

Net
Weight
(kg)
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Starting
Device

Motor
Protector

Capacitor
Capacity (-23.3℃) Consumption

Power (w)
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(w/w)

PERFORMANCE
Motor
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ELECTRICAL PARTS
Oil
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(cc)Capacity (-25℃) Consumption

Power (w)
COP
(w/w)

Starting
(MFD/VAC)

Running
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Frequency

Model Disp.
(cc/rev)

kcal/h w Btu/h kcal/h w Btu/h
MQ50LADM 5.0 164 191 651 111 1.71 RSCR P330MD 4TM174TFB 5/400 220 10
LQ62LADM 6.2 211 245 838 138 1.77 RSCR 330MD2 4TM232NFB 5/400 310 12
LQ69LADM 6.9 241 280 957 156 1.80 RSCR 330MD2 4TM265RFB 5/400 310 12

LQ75LADMe* 7.5 268 312 1064 174 1.79 RSCR PTHTM6R8MD4TM412RFB 20/250 310 12 standard ptc/ e-ptc
MQ47LAUMe* 5.0 156 181 619 104 1.74 RSCR 220 10 standard ptc/ e-ptc

MQ53LAUM 5.3 173 201 687 114 1.77 RSCR P6R8MD 4TM293RFB 12/250 220 10
MQ57LAUM 5.7 191 222 758 125 1.78 RSCR P6R8MD 4TM314TFB 12/250 220 10
LQ69LAUMe 6.9 241 280 957 153 1.83 RSCR PTHTM6R8MD4TM419TFB 14/220 310 12 standard ptc/ e-ptc
LQ69LAUHe 6.9 241 280 957 153 1.83 RSCR PTHTM6R8MD4TM419TFB 100/160 14/220 310 12 standard ptc/ e-ptc

LQ69LDRM* 6.9 241 280 957 162 1.73 RSCR 14/220 310 12
LQ75LAUMe 7.5 268 312 1064 174 1.79 RSCR PTHTM6R8MD4TM412RFB 20/250 310 12

220/60

115-127/60

Net
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Specifications LBP 50Hz

LGE Compressor

☞ Application
Middle & Large size refrigerator, freezer & Showcase

R600a

Mountings

MQ,MF,LQ,LF

kcal/h w Btu/h kcal/h w Btu/h

MF57NAEM 5.7 86 100 341 51 1.96 64 74 253 49 1.52 e-PTC/RSCR 220 10 under development

MF62NAEM 6.2 97 113 386 57 1.99 72 84 286 54 1.55 e-PTC/RSCRPTHTM220MD4TM129KFB - 4/400 220 10 under development

MF69NAEM 6.9 108 126 430 63 1.99 80 93 319 60 1.55 e-PTC/RSCR - 220 10 under development

MF82NAEM 8.2 136 158 539 80 1.98 101 117 400 76 1.54 e-PTC/RSCR - 220 10 under development

MF88NAEM 8.8 146 170 580 86 1.98 108 126 430 82 1.54 e-PTC/RSCR - 220 10 under development

MF98NAEM 9.8 162 188 642 95 1.98 120 139 475 90 1.54 e-PTC/RSCRPTHTM330MD 4TM174TFB - 4/400 220 10 under development

MF108NAEM 10.8 176 205 700 105 1.95 131 152 518 100 1.52 e-PTC/RSCRPTHTM330MD 4TM174TFB - 5/400 220 10 under development

MF57NAEM 5.7 86 100 341 53 1.90 64 74 253 50 1.48 PTC/RSCR - 220 10 under development

MF62NAEM 6.2 97 113 386 58 1.94 72 84 286 55 1.51 PTC/RSCR P220MD 4TM129KFB - 4/400 220 10 under development

MF69NAEM 6.9 108 126 430 65 1.94 80 93 319 62 1.51 PTC/RSCR - 220 10 under development

MF82NAEM 8.2 136 158 539 81 1.94 101 117 400 78 1.51 PTC/RSCR - 220 10 under development

MF88NAEM 8.8 146 170 580 88 1.94 108 126 430 83 1.51 PTC/RSCR - 220 10 under development

MF98NAEM 9.8 162 188 642 96 1.95 120 139 475 92 1.52 PTC/RSCR P330MD 4TM174TFB - 4/400 220 10 under development

MF108NAEM 10.8 176 205 700 107 1.92 131 152 518 102 1.49 PTC/RSCR P330MD 4TM174TFB - 5/400 220 10 under development

MF57NHEM 5.7 86 100 341 56 1.80 64 74 253 53 1.40 PTC/RSCR - 220 10 under development

MF62NHEM 6.2 97 113 386 63 1.80 72 84 286 60 1.40 PTC/RSCR - 220 10 under development

MF69NHEM 6.9 108 126 430 70 1.80 80 93 319 67 1.40 PTC/RSCR - 220 10 under development

MF82NHEM 8.2 136 158 539 88 1.80 101 117 400 84 1.40 PTC/RSCR - 220 10 under development

MF88NHEM 8.8 146 170 580 94 1.80 108 126 430 90 1.40 PTC/RSCR - 220 10 under development

MF98NHEM 9.8 162 188 642 104 1.80 120 139 475 99 1.40 PTC/RSCR - 220 10 under development

MF108NHEM 10.8 176 205 700 114 1.80 131 152 518 108 1.40 PTC/RSCR - 220 10 under development

LQ119NAEM 11.9 195 227 775 121 1.88 144 168 574 115 1.46 e-PTC/RSCRPTHTM330MD4TM166NFB - 5/400 310 12
LQ125NAEM 12.5 208 242 826 129 1.88 154 179 611 123 1.46 e-PTC/RSCR - 310 12 under development

LQ140NAEM 14.0 228 265 905 142 1.87 169 196 669 135 1.45 e-PTC/RSCRPTHTM330MD4TM265RFB - 5/400 310 12
LQ119NAEM 11.9 195 227 775 122 1.86 144 168 574 116 1.45 PTC/RSCR P330MD 4TM166NFB - 5/400 310 12 under development

LQ125NAEM 12.5 208 242 826 130 1.86 154 179 611 124 1.44 PTC/RSCR - 310 12 under development

LQ140NAEM 14.0 228 265 905 143 1.85 169 196 670 137 1.44 PTC/RSCR P330MD 4TM265RFB - 5/400 310 12 under development
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LG can accept no responsibility for possible errors in catalogues. LG reserves the right to alter its products without notice. This also applies to products 
already on order provided that such alterations can be made without sub sequential changes being necessary in specifications already agreed.6

(Unit : mm)

LGE Compressor

Compressor Dimension

MQ / MF

LQ / LF

MQ,MF,LQ,LF
☞ Application

Middle & Large size refrigerator, freezer & Showcase
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RSIR RSCR

CSIR CSR

CSIR (Relay) RSCR (Terminal Board)

LGE Compressor

Wiring Diagram
LGE Hermetic Compressor for Refrigeration


